
Based on

Compact COMHPC Mini Carrier Board  
for x86 Modules.

MB-COMHPCM-100100-1 
x86 Family

HIGHLIGHTS
	▶ Ultra-compact platform for COMHPC Minimodules 
with high performance 400 pin connector

	▶ Perfect match to evaluate TQMxCU1HPCM and  
TQMxCU3 HPCM modules

	▶ Low profile layout for optimized mechanical and 
thermal integration

	▶ High speed IO interfaces including Gigabit Ethernet 
and USB 3.0

	▶ Expandable via PCIe based M.2 slots

	▶ Robust and reliable industrial design with extended 
temperature support

TECHNICAL SPECIFICATION

Supported 
moduls

COMHPC Mini size x86 modules  
with COMHPC compliant pinout  
(COMHPC 1.2 specification)

External  
interfaces 
(front IO)

2x 2,5 GbE (2x Intel i226 on Module)
2x USB 3.0 Type A (up to 5 GB/s)
1x USB 3.2 Type C (up to 10 GB/s)
1x MiniDP
1x Power Button
1x Phoenix Power-in 12 Volt DC

Internal  
interfaces

1x 12 Volt fan connector
1x Battery holder CR2032
1x Serial RS232 Interface

Mass storage 
and extension 
socket

2x M.2 2242 Key M (PCIe x4) for SSD
1x M.2 2230 Key E (USB 2.0, PCIe x1)  
for WLAN/BT 

Power supply Voltage: 12 V DC ±5 %
Connector type:  
Phoenix MSTBA 2,5/ 2-G-5,08
Mating connector: 
e.g. Phoenix MSTB 2,5/ 2-ST-5,08
Battery: 3 V, CR2032 (replaceable)

Environment Operating temperature: -20°C  ... +85°C
Storage temperature: -40°C ... +85°C

Form factor/ 
dimensions

Embedded NUC (eNUC), 100 x 100 mm
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ORDERING INFORMATION

MB-COMHPCM-100100-1-AA Compact carrierboard for COM HPC Minimodules, validated for TQMxCU1-HPCM, TQMxCU3-HPCM 
modules. This version supports 2x GbE, 1x USB3.2/C, 2x USB3/A, 1x MiniDP, 2x M.2-M, 1x M.2-E

MB-COMHPCM-100100-1


